
XTAL2
18

XTAL1
19

ALE
30

EA
31

PSEN
29

RST
9

P0.0/AD0
39

P0.1/AD1
38

P0.2/AD2
37

P0.3/AD3
36

P0.4/AD4
35

P0.5/AD5
34

P0.6/AD6
33

P0.7/AD7
32

P1.0
1

P1.1
2

P1.2
3

P1.3
4

P1.4
5

P1.5
6

P1.6
7

P1.7
8

P3.0/RXD
10

P3.1/TXD
11

P3.2/INT0
12

P3.3/INT1
13

P3.4/T0
14

P3.7/RD
17

P3.6/WR
16

P3.5/T1
15

P2.7/A15
28

P2.0/A8
21

P2.1/A9
22

P2.2/A10
23

P2.3/A11
24

P2.4/A12
25

P2.5/A13
26

P2.6/A14
27

U2

AT89C51

A
14

B
16

C
20

D
23

E
21

F
15

G
17

DP
22

DIG0
2

DIG1
11

DIG2
6

DIG3
7

DIG4
3

DIG5
10

DIG6
5

DIG7
8

DIN
1

LOAD
12

CLK
13

ISET
18

DOUT
24

U1

MAX7219

A
14

B
16

C
20

D
23

E
21

F
15

G
17

DP
22

DIG0
2

DIG1
11

DIG2
6

DIG3
7

DIG4
3

DIG5
10

DIG6
5

DIG7
8

DIN
1

LOAD
12

CLK
13

ISET
18

DOUT
24

U4

MAX7219

T
R

IA
L

 M
O

D
E

 −
 a

 v
a
lid

 lic
e
n
s
e
 w

ill re
m

o
v
e
 th

is
 m

e
s
s
a
g
e
. S

e
e
 th

e
 k

e
y
w

o
rd

s
 p

ro
p
e
rty

 o
f th

is
 P

D
F

 fo
r m

o
re

 in
fo

rm
a
tio

n
.


